
• EIA RS-310C 19" Rackmount Standard
• Construction: Heavy-Duty Steel
• Color: Beige or Black or Customer Design
• Support ATX M/B (Max. to 12"x13")
• Backplane: Support Ultra 160 (Fast 80 LVD) , Ultra2-Wide

(Fast 40 LVD) and Ultra Wide (Fast 20 SE) SCSI
Auto-Select LVD/SE Mode , Max. Transfer Rate 160      
MB/Sec , Active Terminator on Board With Auto-Selection 
for Ultra 160/Ultra 2 Wide (LVD)/UW(SE).

• Drive Bays: 1x5.25" Slim CD-ROM & 1x3.5" Slim FDD & 
4xHot Swap SCA-2 SCSI HDD

• Power Supply: 300~350W ATX Special P/S
• Cooling: 4x4x2.8 cm Fans , 15.3CFM/Each &

1 x Blower, 25.4CFM
• Indicators: Leds for Power ON/OFF , LAN , HDD , FAN
• Switch: Power , System Reset , Buzzer Reset
• Thermal Management Card Installed
• Chassis Intrusion alarm Function
• Dimensions: 483(W)x44(H)x700(D)mm (19"x1.75"x27.6")
• Cuft: 2.5
• GW: 19.5 kgs / 42.9 lbs
• Carton Size (cm): 55x15x85 (21.7"x5.9"x33.5")
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